
Applique.
Struttura in alluminio pressofuso. 
Diffusore in vetro. 
Finitura in bianco opaco, 
grigio antracite o ruggine. 

Wall lights.
Die-cast aluminium structure. 
Glass diffuser. 
Matt white, grey graphite 
or rust finish.

SHIN M

68

78

100

LIGHT SOURCE FINISHED CODE BULBS

Bianco opaco

Matt White

GES910 1 x GU10

Grigio 
antracite

Gray
graphite

GES911 1 x GU10

Ruggine

Rusty

GES912 1 x GU10

IP44 m2

0,0008

GU10 
max 1 x 35W
220-240Vac

Lampadine non incluse
Bulbs not included.

Monoemissione
Single Emission

   

gr

435

LAMPADINE UTILIZZABILI
AVAILABLE BULBS
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GU10 BEAM CODE POWER CCT FLUX CRI

38°

GLA241C 5W 3000K 420lm >80
GLA241N 5W 4000K 430lm >80
GLA243C 7W 3000K 590lm >80
GLA243N 7W 4000K 610lm >80

100°

GLA242C 5W 3000K 410lm >80
GLA242N 5W 4000K 420lm >80
GLA244C 7W 3000K 550lm >80
GLA244N 7W 4000K 560lm >80

344
PLAFONIERE - APPLIQUE / CEILING - WALL LIGHTS

OUTDOOR


